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The followingis a descriptionof the impermeablestockpilecover at the TSTA and the
general procedure for installation.

Design Overview

The overall impermeable stockpile cover is shown on Revised Figure 6 attached. The existing
landfill cover will be removed. The underlying one to three layers of 20-rail HDPE over the
stockpile will be left in place. A 30-mil HDPE cover will be fabricatedoff-site using
industrystandardhot-welding techniques to form a continuous sheet, and delivered to the site.
The new cover will be placed over the stockpile, and will extend over the berms into an
anchor trench aroundthe perimeterof the stockpile area. No support structurewill be
provided under the cover, and therefore the cover will drape somewhat between the stockpile
and berms. A temporarypump will be provided on site to pump out any water that
accumulates in the area between the stockpile and berm into the 5,000-gallon tank on site.

Material

The stockpile cover consists of commercially available, standard 30 mil thickness HDPE
joined using hot welded seams. HDPE is a very strong material and welding the seams
together offers the best long term protection against damage from winds or penetration from
the elements and has very good tensile strength. The material offers very good resistance
against sunlight degradation.

Installation

An anchor trench will be excavated outside of the bermed area. The existing sandbags and
overall landfill cover will be removed. The new completed cover will be draped the stockpile
and the berms surrounding the stockpiled materials and formed into the trench. A sufficient
amount of material will be allowed to drape between the stockpile and berms to accommodate
the potential loading from rainwater accumulation. A layer of native fill material will then be
placed over the edges of the cover in the trench to anchor the material. The existing sandbags
will be replaced on the new 30-mil HDPE cover.
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